OVERHEAD CRANE SAFETY:
    Safety Is In Your Hands
REVIEW QUIZ

Please provide answers to the following to show how well you understand the information presented during this program.

1. Your work gloves should be removed before operating the pendant control of a crane.
   a. true
   b. false

2. What is the first step in ensuring proper operation of a crane?
   a. selecting the proper rigging
   b. performing a pre-operation inspection
   c. making sure the area is clear of co-workers

3. During inspection, the limit switch should be checked with no attachments, if possible.
   a. true
   b. false

4. If you find a problem during inspection, you should continue with your work and notify your supervisor or maintenance at the end of your shift.
   a. true
   b. false

5. The greater the sling angle, the ______________ the sling’s capacity.
   a. lesser
   b. greater

6. Knots in slings can reduce their capacity by up to ___________ percent.
   a. 50
   b. 60
   c. 80

7. Aisle ways between equipment and stock must be a minimum of _____________ feet wide before lifting.
   a. two
   b. three
   c. six

8. A load should always be lifted straight up.
   a. true
   b. false

9. You should always face the load while it is traveling.
   a. true
   b. false

10. You should only carry loads over co-workers when they are aware the load is in their vicinity and they are wearing a company-approved hardhat.
    a. true
    b. false
ANSWERS TO THE REVIEW QUESTIONS

1. a
2. b
3. a
4. b
5. a
6. c
7. b
8. a
9. a
10. b